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STANDARD TENSING SYSTEM
标准张紧系统

Springs tensing system 弹簧张紧系统
Rope slackening contact included 包括绳索松弛的接触
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SPECIALISTS IN 
SAFETY COMPONENTS 
FOR LIFTS

STAR 
BIDIRECTIONAL OVERSPEED GOVERNOR 
FIXED ON/UNDER CAR
可固定到轿厢上部/下部的双向限速器

Tripping speed 动作速度 = 0,35 ÷ 2,72 m/s
Rated speed 额定速度=< 2,3 m/s
Ø pulley 皮带轮= 200 mm; 
Ø rope 钢丝绳 = 6 mm
Overspeed switch. Remote tripping. 行程开关远程跳闸
UCM available. 适用 UCM 
Fulfills 符合 EN 81-20/50

ON-BOARD GOVERNORS 限速器

ROLLER TENSING SYSTEM
滚轮张紧系统

Springs tensing system
弹簧张紧系统
Rope slackening contact included
包括绳索松弛的接触
Ideal for installations with a reduced headroom and pit
理想用于减少净空高度和安装坑

QUASAR T-25
BIDIRECTIONAL OVERSPEED 
GOVERNOR INTEGRATED WITH
THE SAFETY GEAR
一体化双向限速器 和安全钳

Tripping speed 动作速度 = 0,3 ÷ 2,33 m/s
Rated speed 额定速度 =< 2 m/s
Ø pulley 皮带轮Ø = 120 mm;
 Ø rope 钢丝绳Ø = 4 mm
Hardened groove 包括淬火槽
Overspeed switch 行程开关
Remote tripping 远程跳闸
UCM available 适用UCM
Fulfills 符合 EN 81-20/50

QUASAR SV
BIDIRECTIONAL OVERSPEED 
GOVERNOR FIXED TO 
THE CAR
可固定到轿厢的双向限速器

Tripping speed 动作速度= 0,3 ÷ 2,7 m/s
Rated speed 额定速度=< 2,18 m/s
Ø pulley 皮带轮 = 120 mm; 
Ø rope 钢丝绳 = 4 mm
Hardened groove 包括淬火槽
Overspeed switch 行程开关
Remote tripping 远程跳闸
UCM available. 适用 UCM
 Fulfills 符合 EN 81-20/50

ECO
ELECTROMECHANICAL WEIGHING 
DEVICE
电子称重装置

Silentblocks deformation measurement device
无声块变形测量装置
Feeding 电压: 12 - 32 V DC
Overload relay: (NC or NO)
过载继电器 （NC 或 NO）
Overload sound signal 超载声音提示

WEIGHING DEVICES  称重装置

SD-BOX 
PESSRAL UCM-CONTROL SAFETY DEVICE
UCM PESSRAL (电梯安全相关应用中的可编程
电子系统)控制安全装置

SD-BOX detects any type of uncontrolled 
movement of the car (UCM) with the doors open. 
SD-BOX检测轿厢门打开时任何类型的不受控制的轿厢运动（UCM）.
Power supply: 适用电源:
  •  24 VDC power supply.
  •  Battery power supply. 电池电源 .12 VDC, 1,5 Ah
Outputs: 出入:
  •  Safety line contact. 安全线接触.
  •  Control governor unlocking coil. 限速器电磁线圈. 24 VDC
Fulfills 符合 EN 81-20/50 
Safety category SIL 2 安全等级

TENSING SYSTEMS FOR ON-BOARD GOVERNORS       在轿厢上限速器的张紧

UCM-ELECTRONIC DEVICES. UCM电子设备

EN 81-20 
EN 81-50

It is assembled onto the T25 
steering mechanism where, 
in turn, ASG progressive 
safety gear is installed
安全前和减速器一起安全, 
通过T25提拉机构连接的

Products   Range

STAR PLUS
BIDIRECTIONAL OVERSPEED GOVERNOR 
ASSEMBLED ON/UNDER THE CAR
可固定到轿厢上部/下部的双向限速器

Tripping speed 动作速度 = 0,35 ÷ 2,72 m/s
Rated speed 额定速度=< 2,3 m/s
Ø pulley皮带轮= 200 mm; Ø rope 钢丝绳 = 6 mm
Overspeed switch. 行程开关
 Remote tripping. 远程跳闸
Encoder (optional). 可选编码器
UCM available. 适用UCM 
Fulfills 符合 EN 81-20/50
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SPECIALISTS IN 
SAFETY COMPONENTS 
FOR LIFTS MORE INFO:       

IN-3000 / IN-3000 G10
INSTANTANEOUS SAFETY GEAR
瞬时式安全钳

For  tripping speed 动作速度 1 m/s:
P+Q max. 8 mm Cold drawn guide rail 冷拔导轨 = 2480 kg
P+Q max. 9 mm Cold drawn guide rail 冷拔导轨 = 2837 kg
P+Q max. 9 mm Machined guide rail 加工导轨 = 1855 kg
P+Q max. 10 mm Cold drawn guide rail 冷拔导轨= 3364 kg
Guide rail type: Cold drawn or machined and oiled or dry. 
导轨状态: 冷拔, 加工, 涂油 或干
FULFILLS 符合 EN 81-20/50. GB 7588-2003

IN-6000
INSTANTANEOUS SAFETY GEAR
瞬时式安全钳

For  tripping speed 动作速度 1 m/s:
P+Q max. Cold-drawn guide rail 冷拔导轨 = 6601 kg
P+Q max. Machined guide rail 加工导轨 = 5295 kg
Guide rail type: Cold drawn or machined and oiled or dry.
导轨状态: 冷拔, 加工, 涂油 或干
Admissible guide rail thickness 适用导轨厚度: 16 mm
FULFILLS 符合 EN 81-20/50

INSTANTANEOUS SAFETY GEARS 瞬时式安全钳

PQ-4000-UD
BIDIRECTIONAL 双向

Minimum 最低限度 P+Q = 2173 kg
Maximum 最大 P+Q = 4023 kg
Max. Trip. Speed 最大动作速度 = 2,5 m/s
Guide rail type 导轨状态: Machined and oiled 加工, 涂油 
Admissible guide rail thickness 适用导轨厚度: 7 to 16 mm
Minimum gripping width  最小握持宽度 =25 mm
FULFILLS 符合 EN 81-20/50

PQ-3400-UD
BIDIRECTIONAL 双向

Minimum 最低限度 P+Q = 1107 kg
Maximum 最大 P+Q = 3304 kg
Max. Trip. Speed 最大动作速度 = 2,5 m/s
Guide rail type 导轨状态: Machined and dry 加工, 干
Admissible guide rail thickness 适用导轨厚度: 7 to 16 mm
Minimum gripping width 最小握持宽度 =25 mm
FULFILLS 符合 EN 81-20/50

PR-2500-UD V.35
BIDIRECTIONAL 双向

Minimum 最低限度 P+Q = 613 kg
Maximum 最大 P+Q = 1955 kg
Max. Trip. Speed 最大动作速度  = 2,5 m/s 
Guide rail type 导轨状态: 
Cold drawn or machined and oiled 冷拔 , 加工, 涂油 
Admissible guide rail thickness 适用导轨厚度: 7 to 16 mm
Minimum gripping width 最小握持宽度 =25 mm
FULFILLS 符合 EN 81-20/50

PR-2000-UD
BIDIRECTIONAL 双向

Minimum 最低限度 P+Q = 537 kg
Maximum 最大 P+Q = 1222 kg
Max. Trip. Speed 最大动作速度 = 2,0 m/s
Guide rail type 导轨状态: Cold drawn and oiled 冷拔 , 涂油  
Admissible guide rail thickness 适用导轨厚度: 5 to 16 mm
Minimum gripping width 最小握持宽度 =25 mm
FULFILLS 符合 EN 81-20/50

PR-2500-UD V.50
BIDIRECTIONAL 双向

Minimum 最低限度 P+Q = 613 kg
Maximum 最大 P+Q = 1955 kg
Max. Trip. Speed 最大动作速度  = 2,5 m/s 
Guide rail type 导轨状态: 
Cold drawn or machined and oiled 冷拔 , 加工, 涂油 
Admissible guide rail thickness 适用导轨厚度: 7 to 16 mm
Minimum gripping width 最小握持宽度 =25 mm
FULFILLS 符合 EN 81-20/50

T-3 / T-2
EXTENSIBLE DRIVING BAR
可扩展提拉机构

Distance between guides 导轨之间的距离:from 600 to 3000 mm
(If it is needed other distance, contact us) (如果需要其他距离, 请联系我们)
Safety switch (optional) 安全开关 (可选) 
T-3 Used with 用于:  PR-2500-UD V.50        PR-2000-UD
                 PQ-3400-UD       PQ-4000-UD
T-2 Used with 用于:  PR-2500-UD V.35 
     

PR-2500
UNIDIRECTIONAL 单向

 
Minimum 最低限度 P+Q = 741 kg   
Maximum 最大 P+Q = 1700 kg   
Max. Trip. Speed 最大动作速度 = 2,5 m/s
Guide rail type 导轨状态: Cold drawn and oiled 冷拔 , 涂油 
Admissible guide rail thickness 适用导轨厚度: 7 to 16 mm
Minimum gripping width 最小握持宽度 =25 mm
FULFILLS 符合 EN 81-20/50

T-1
EXTENSIBLE DRIVING BAR
可扩展提拉机构

Distance between guides 导轨之间的距离: from 600 to 3000 mm
(If it is needed other distance, contact us) (如果需要其他距离, 请联系我们)
Safety switch (optional) 安全开关 (可选). 
Used with 用于:  Instantaneous 瞬时式
           PR-2500

PROGRESSIVE SAFETY GEARS

T-25 / T-25 UD                              T-25 XL / T-25 UD XL
EXTENSIBLE DRIVING BARS 可扩展提拉机构

Distance between guides 导轨之间的距离:
          from 600 to 3000 mm                                         from 600 to 2100 mm
*If it is needed other distance, contact us 如果需要其他距离, 请联系我们. 
Safety switch (optional) 安全开关 (可选)

ASG-100 UD  
ASG-120 UD  
ASG-121 UD
ASG-221 UD
ASG-65 UD
BIDIRECTIONAL 双向

Permissible mass 总许的重量
Min 最低限度
Max 最大
Max 最大 Tandem config.

Admissible guide rail thickness 适用导轨厚度

Minimum gripping width 最小握持宽度

Maximum tripping speed 最大动作速度

FULFILLS 符合 EN 81-20/50. GB 7588-2003

 Cold-drawn 冷拔   Machined 加工   Machined 加工     Machined 加工   Cold-drawn 冷拔
    Oiled 涂油  Oiled 涂油        Dry 干                 Dry 干              Oiled 涂油

   515 kg    693 kg      598 kg     754 kg               790 kg
 2139 kg  4233 kg    4019 kg   3284 kg             2214 kg
 4278 kg  8466 kg    8038 kg   6568 kg             4428 kg
  

 
 
 

ASG-100  
ASG-120  
ASG-121
ASG-221
ASG-65
UNIDIRECTIONAL 单向

TENSION WEIGHT 200 TENSION WEIGHT 300

VEGA
BIDIRECTIONAL OVERSPEED GOVERNOR
双向限速器

Tripping speed 动作速度 = 0,4 ÷ 2,87 m/s  
Rated speed 额定速度 =< 2,4 m/s
Ø pulley 皮带轮Ø = 200 mm 
Ø rope 钢丝绳Ø = 6mm/6,3mm/6,5mm
Hardened groove (optional). 包括淬火槽 (可选).
Remote reset and remote tripping mechanism by 
electrical acting (both optional).
远程跳闸和远程复位机构  两者都可选择
UCM available 适用UCM. 
Fulfills 符合 EN 81-20/50. GB 7588-2003

VEGA PLUS
BIDIRECTIONAL OVERSPEED GOVERNOR 
WITH ENCODER
可带编码器的限速器

Encoder (optional)
Same features as
VEGA
编码器可选 与VEGA 相同功能

COMPACT TENSING PULLEY 200

Springs tensing pulley 
弹簧式涨紧器.
Casting pulley 铸铁皮带轮.
Rope tensioner: That will 
make rope re-tensioning 
easier if required
此款涨紧器; 会使绳索涨紧更容易.
Rope slackening contact included 含绳索收紧器.
Rope Out Protection included 含绳索保护开关.

 

PROGRESSIVE SAFETY GEARS 渐进式安全钳

PROGRESSIVE SAFETY GEARS WITH LATERAL DISPLACEMENT

OVERSPEED GOVERNORS

 ASG-100   ASG-120        ASG-121                 ASG-221               ASG-65
 ASG-100 UD   ASG-120 UD         ASG-121 UD           ASG-221 UD          ASG-65 UD

 

7 to 16 mm 

≥ 25 mm             = 20 mm 

2,33 m/s                3,9 m/s              2,33 m/s

COMPACT TENSING PULLEY 126

Springs tensing pulley 弹簧式涨紧器.
Steel pulley 铸铁皮带轮.
Rope tensioner: That will make rope 
re-tensioning easier if required 
此款涨紧器; 会使绳索涨紧更容易.
Rope slackening contact included 含绳索收紧器.  
Rope Out Protection included 含绳索保护开关.

RENO
RENO FIXING KIT FOR NEW OR EXISTING FRAMES
适用于新型或现有框架的固定套件

Safety Gears: The entire range of 
PR, PQ and ASG progressive safety gears
适用于: PR系列, PQ 系列和 ASG系列的安全钳

Governors: Quasar T-25
限速器：Quasar T-25

EN 81-20 
EN 81-50

EN 81-20 
EN 81-50
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VEGA HS
BIDIRECTIONAL OVERSPEED GOVERNOR 双向限速器

Tripping speed 动作速度 = 2,87 ÷ 4,2 m/s
Rated speed 额定速度 =< 3,4 m/s
Ø pulley 皮带轮Ø = 200mm 
Ø rope 钢丝绳Ø = 6mm/6,3mm/6,5mm
Hardened groove (optional). 包括淬火槽 (可选).
Remote reset and remote tripping mechanism
by electrical acting (both optional).
远程跳闸和远程复位机构  两者都可选择
UCM available 适用UCM. 
Fulfills 符合 EN 81-20/50.

VEGA 300
BIDIRECTIONAL OVERSPEED GOVERNOR 双向限速器

Tripping speed 动作速度 = 0,6 ÷ 4,2 m/s
Rated speed 额定速度 =< 3,4 m/s
Ø pulley 皮带轮Ø = 300mm 
Ø rope 钢丝绳Ø = 6mm / 6,5mm
Test groove (optional).
Hardened groove (optional). 包括淬火槽 (可选).
Remote reset and remote tripping mechanism by
electrical acting (both optional).
远程跳闸和远程复位机构  两者都可选择
UCM available 适用UCM. Fulfills 符合 EN 81-20/50

LBDs FAMILY
BIDIRECTIONAL OVERSPEED GOVERNORS 
可带编码器的限速器

Fulfills 符合 EN 81-1; EN 81-2
More info 了解更多信息请到此网址查询:
www.dynatech-elevation.com

LBD-200

LBD-300

FIXING KIT 固定套件

LINKAGES 提拉机构

TANDEM CONFIG.
串联配置

 Used with:  T-25 /T-25 UD
  用于T-2  &  T-3
 
 Safety switch (optional).
安全开关 (可选)

QUASAR 
BIDIRECTIONAL OVERSPEED GOVERNOR 
双向限速器

Tripping speed 动作速度 = 0,3 ÷ 2,7 m/s
Rated speed 额定速度 =< 2,18 m/s
Ø pulley 皮带轮Ø = 120 mm;
Ø rope 钢丝绳Ø = 6 mm/6,5 mm
Hardened groove 包括淬火槽
Overspeed switch 行程开关
Remote tripping 远程跳闸
UCM available 适用UCM
Fulfills 符合 EN 81-20/50

具有横向移动的安全钳

了解更多信息请到此网址查询:
www.dynatech-elevation.com

Rope slackening contact included 含绳索收紧器.
Rope Out Protection included 含绳索保护开关.
Protection plate included 含防护扳.
M14 forged clips included 含M14T型螺栓.  
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